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Test cages are ideally suited for test station setups re-
quiring effective contact protection. The DUT cannot be 
touched while hazardous voltages are applied, thanks 
to the test hood. Opening the hood triggers a forced 
shutdown, immediately stopping the generation of ha-
zardous voltages or currents.

The HB5000 is a bigger version of the HB2100 that accom-
modates a 19" test device up to 5U in height, providing an 
ideal all-in-one desktop solution for safety testing.

DUT Enclosure – Basic

HB 2100A HB 2100M HB 2100O HB 2100G HB 2100Q HB 2100S HB 2100F
For the following products without 

wiring HA 6680U KT 6680U, 
KT 6780H HA 188X S 1801M ST 4000 KT 1886, 

KT 1880
Connection set BS 22-m with 

cut-off relay
BS 75-o with 
cut-off relay

BS 22-g with 
safety relay

BS 56-q with 
cut-off relay

BS 66-s with 
safety relay

BS 33-f with 
safety relay

max. number of  
connection panels 1x 150 x 150 mm

Description Swivelling acrylic glass hood with damper cylinder
Housing made of PVC (color: RAL 7011)

CE-compliant design in accordance with EN 50191
With equipment compartment 19" / 5 U (Option ZH61 / ZH66) 4U

Ext. Dimensions  
(approx.) Height: 725 mm I 28.5 in – Width: 500 mm I 19.7 in – Depth: 800 mm I 31.5 in

max. Test booth  
dimensions (approx.) Height: 180 mm I 7.1 in – Width: 410 mm I 16.1 in – Depth: 560 mm I 22.0 in

DUT Enclosure – Basic
HB 2100, HB 5000

DUT Enclosure – Extra Wide

HB 5000A HB 5000M HB 5000O HB 5000G HB 5000Q HB 5000S HB 5000F
Ext. Dimensions  

(approx.) Height: 1050 mm I 41.3 in – Width: 680 mm I 26.8 in – Depth: 1100 mm I 43.3 in

max. Test booth  
dimensions (approx.) Height: 500 mm I 19.7 in – Width: 580 mm I 22.8 in – Depth: 700 mm I 27.6 in


