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Pneumatic Line Terminals
LK 25

Pneumatic line terminals are used to quickly connect free cable 
ends in production and test environments. Electrical contact is 
established by inserting the stripped cable end into the contact 
opening.
The contacting process is initiated by a confirmation plunger, 
which is actuated by the cable and depressed by approximately 
1 mm. The mechanical and electrical connection between 
the cable and the housing is achieved by a clamping piston.  
Actuating the release button on the pneumatic line terminal 
interrupts the compressed air supply and releases the contact.

For customized solutions, multiple line terminals can be  
integrated into a plastic block. This design enables a compact  
arrangement with high insulation between individual terminals. 
A shared valve for a group of line terminals allows all connec-
tions to be released simultaneously by a single control signal.

Line terminals are available for cables with various diameters. 
SPS electronic provides application-specific solutions for  
electrical contacting in the field of electrical test technology.

Features
•	 Pneumatic line terminal for free cable ends,  

ferrules or cable lugs
•	 Compressed air supply required
•	 Push button for quick release
•	 Suitable for free cable ends with  

maximum diameters up to 9 mm
•	 Electrical connection via Faston plug

For contacting smooth surfaces, such as wire end ferrules, the 
use of a line terminal with a waffle crown is recommended. 
These versions are identified by the “WK” option.

Pneumatic Line Terminals LK 25

LK 25-4 LK 25-4-WK LK 25-6 LK 25-6-WK LK 25-9 LK 25-9-WK
General Data Hole Diameter 4 mm I 0.16 in 4 mm I 0.16 in 6 mm I 0.24 in 6 mm / 0.24 in 9 mm I 0.35 in 9 mm I 0.35 in

Minimum Cable Diameter from 0,75 mm2 / 20 AWG from 2,5 mm2 / 14 AWG from 4,0 mm2 / 12 AWG
Operating Pressure 6 bar
Waffle Crown - yes - yes - yes

Requirements Compressed air supply with fine filter for oil-free compressed air


