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Tool Carrier
TW 05

The modular equipment carriers provide a versatile and  
reliable solution for the safe mobility of sensitive and high-value 
equipment. Thanks to their modular design, individual trolley 
configurations can be implemented immediately or expanded 
at any time to meet changing requirements. A comprehensive 
range of accessories allows the mobile equipment carriers to 
be optimally adapted to specific customer applications.
The TW 05 equipment carrier is specifically designed for the 
convenient and safe transport of test and measurement inst-
ruments. The generously sized work surfaces, made of robust 
powder-coated sheet steel, offer ample space even for large 
and heavy test devices. High-quality castors ensure smooth 
movement and excellent maneuverability, enabling flexible use 
in a wide variety of environments.
Whether in production areas or laboratory applications, the 
TW 05 is always ready for use wherever it is needed. Optional 
accessories, such as holders for test probes or cables, further 
enhance functionality and contribute to efficient, ergonomic, 
and organized daily operation.

Tool Carrier TW 05

Material / Surface Profiles
Tabletop
Handle

Aluminium, extruded bar profile (powder-coated)
Steel plate (powder-coated)

Aluminium tubing (powder-coated)
Load-bearing Capacity Base Frame

Surface Load per Tabletop
Per Wheel

2200 N
600 N
750 N

Visual Appearance Profiles
Tabletop
Handle

White aluminium (RAL 9006)
Light grey (RAL 7035)

Graphite black (RAL 9011)
Dimensions Wheels Ø 125 mm I 4.9 in

Overall Dimensions 
(approx.)

Height
Width
Depth

900 mm I 35.4 in 
550 mm I 21.6 in 
580 mm I 22.8 in 

Usable Dimensions 
(approx.)

Height
Width
Depth

900 mm I 35.4 in 
550 mm I 19.6 in 
440 mm I 17.3 in

Optional
Bracket (pre-mounted)

KH01: Cable bracket
HL 02: for high voltage Test Probes SP 02 / SP 03

HL 81: for Ground Bond Test Probe PE 81-i


