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Terminals for DUT Connection
KL Series

In most cases, the DUT must be manually connected to initiate 
a test, often via free cable ends or connection terminals.

With over four decades of experience, SPS electronic has de-
veloped test probes, connection adapters, clamps, and pliers 
specifically for production use. Particular emphasis has been 
placed on ergonomics, a quality consistently highlighted by our 
customers.

Terminals for DUT Connection

KL 19 KL 25 KL 88
Max. Operating

Voltage DC Voltage 1500 VDC

Test Voltage Contour / Connection
Connection / Start Switch 1500 VDC

Opening Width 15 mm  / 0.59 in 7 mm I 0.27 in
Connection Type - L

- F
- I

with Banana plug (4 mm I 0.6 in)
with free cable ends 

with High-current plug (ST 04-i)
Cable lengths 2 m I 6.6 ft

5 m I 16.4 ft
10 m I 32.8 ft
15 m I 49.2 ft

KL 25
the handle
the jaws 
the force 
the width of the jaws
the total width of the terminal with axle
the width of the handles
the length of the pliers without cable
the weight of the pliers

made of POM black
made of hardened steel
of the terminal is 150N, it can be reinforced by a second spring
12 mm I 0.47 in
25 mm I 0.98 in
20 mm I 0.78 in
165 mm I 6.49 in
368 g I 0.8 Ibs 


